Preparation:

1. A boot USB drive which can bootable to UEFI shell.
2. Copy "9230_UEFI_Utility" folder into bootable USB drive.

Step:
Different platforms have different setting, please contact the M/B vendor for details.

Below is a sample for your reference, it's based on the “AsRock Z270 Gaming K6”.

1. Press F2 or Del into BIOS, select Boot -> CSM (Compatibility Support Module):
CSM -> Enabled:;
-> UEFI only.
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2. Save and exit BIOS.
3. Press F11 while booting and select "UEFI: x+»x« (your bootable USB drive)".

Please select boot device:

UEFI: KingstonDataTraveler 2.01.00, Partition 1
UEFI: KingstonDataTraveler 2.01.00. Partition 2 A
USB: KingstonDataTraveler 2.01.00
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4. Type "fs*:" enter to your USB Drive directo

5. Type "cd 9230_UEFI_Utility" then type "ui64.efi" to enter 9230 UEFI option ROM.



Shelly fs3:

fs3:%\> cd 9230_uefi utility

fs3:\9230_UEFI_Utilityw uisd.efi_
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" Free Fhys 1 Disks R ] : Al .
SSD 2: Samsung SSD BS BIOS Versiaon +1.1.0.1029 .
SSD 3: Samsung SSD 85 Firmware version : 2.3.0.1078
. PCIe -Speed rate : 5.0Gbps x2
Configure SATA as: AHCI Mode
Supported Mode : RAIDO RAID1 RAID1O
: Capacity Safe
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Supported ] : RAIDO RAID1 RAID10
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7. Press space to select free disks you want and select the RAID type you want to and then select "NEXT"
to continue.

Sameung S50 85  Keep HDD Data : HDD
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Threshold(¥) : 90
Next
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ENTER: Select F10: Exit/Save

RAID Level : RAID O

Stripe Size : 64K
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8. RAID mode is created successfully.





